
Max production length: 12 meters 

 
 

“H" LAMINATED SHAPE STEEL SECTION 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Standard “H” profiles are exclusively used to build the fork lift masts. Within these profiles slide combined 
bearings of all typologies with external profile inclined for a perfect coupling with profile. 
 
 
 
 

 
 
Material: UNI Fe 510C - Wnr. 1.0553 - DIN St. 52-3 U - EN 10025 (S355J0)  
Max production length: 12 meters 
 
 

Code b2 Toll. B b1 Toll. H Toll. s Toll. t α Toll. Wx Wy 

     [mm]       [°] [Kg/m] [cm4]  

3018 70 1 98 14 ±0,5 65 ±1 9 ±0,5 7 91 1 19,4 70,2 17,7 

3019 77,9 1 113,9 18 ±0,5 66 ±1 11 ±0,5 9 91 1 25,3 101,8 23,2 

3020 88,6 1 129,6 20,5 ±0,5 81 ±1,25 12 ±0,5 9 91 1 34,1 160 40 

3100 108,4 ±0,5 152,4 22 ±0,5 83 ±1 14 ±0,5 9 91 1 40,5 219,2 45,6 

3353 123,8 ±0,5 175 25,6 ±0,5 90 ±1,3 15 ±0,5 12,5 91 1 51,4 322 64,7 


